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14.0 REPLACEMENT PARTS LIST

Pump Head Components Part No. QTY Req'd
(B Spacer, back 90011-014 1 6/
2 .Gomplete Roller Assembly* 1
Tube being used: Roller needed:
AT /A1-2T T A1-3T I A-TT 71000-350 "
-AT-4T;’A1-6T 71000-159
A1-8T 71000-255 L 2 )
Tubing (Reference Tubing Matrix) 1 3
.Pump ;lead Cover 90002-185 1 | _ 4
Thumb screw with 9/64" key drive 90011-160 3 5 .
Tube nut, compression, for 3/8" tubing™* C-330-6 2 *Pump Head .nut Qar sale. For more Information please contact a local

sales representative

Mounting Bracket 90002-685 1
Bumper Feet 90003-592 4

Cover, Top, Polycarbonate, grey opaque 90002-754 1

Silicon Oil, 5ml A-050 1

*Rollers are specific to tube being used. See next page for complete tube
part numbers.
**Tube nuts are used on "T" style inlet/outlet compression fttings.
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14.1 EXPLODED VIEW
FLEXFLO® Model Number

ﬂ Tubing

Pump Tube Size and Material

Flex-A-Thane®1/4” OD

Flex-A-Thane® 3/8” OD

Flex-A-Thane®7/16” OD

Flex-A-Prene®1/4” OD

Flex-A-Prene®3/8” OD

Flex-A-Prene®7/16” OD

Flex-A-Chem®7/16” OD

Inlet/Outlet Connection Size, Connection Type

3/8” OD x 1/4” Tube Compression Fitting, Natural PVDF (Kynar)

1/2” Male NPT Fitting, Natural PVDF (Kynar)

1/2” Male BSPT Fitting, Natural PVDF (Kynar)

Tube Sample Model Number

Output Specifications

Tube Feed Rate Prias)ilre Temanear);ture
Material / Size
GPH LPH mL/Min PSl (bar) °F (°C)
Flex-A-Thane® Tube
1 Up to 1.09 Up to 4.13 Up to 68.8 65 (4.50) 130 (54)
2 Up to 2.27 Up to 8.63 Up to 143.8 65 (4.50) 130 (54)
3 Up to 5.60 Upto 21.2 Up to 353.3 50 (3.45) 130 (54)
Flex-A-Prene® Tube
4 Up to .44 Up to 1.68 Up to 28.0 100 (6.89) 185 (85)
6 Upto 1.35 Up to 5.14 Up to 85.2 100 (6.89) 185 (85)
7 Up to 4.17 Up to 15.8 Up to 263.1 50 (3.45) 185 (85)

Flex-A-Chem® Tube
8 Up to 3.09 Up to 11.7 Up to 195.0 50 (3.45) 130 (54)



